
 

SECTION Y-Y 

(SCALE 1 : 1)

1AP/EP METAL DIECAST LATCH207-4400-0008

1AP/EP PCB REAR INSULATOR51270119-0057

5PCB SOCKET STAMPED CONTACT50300317-0006

1AP/EP SHELL53480103-5315

1AP/EP SCREW990-4400-0004

1AP/EP PUSH LEVER52080008-3313

1AP/EP FRONT INSULATOR126-4401-0052

1AP/EP SPRING - SHORT52590026-0301

Parts List

QTYDESCRIPTIONPART NUMBERITEM

Y

Y

1

1

2

2

3

3

4

4

5

5

6

6

A A

B B

C C

D D

E E

F F

SHEET

THIRD ANGLE

PROJECTION

THIS DOCUMENT IS THE PROPERTY OF AMPHENOL AUSTRALIA PTY. LTD.

. NO PART THEREOF MAY BE REPRODUCED AND USED

WITHOUT THE PRIOR WRITTEN CONSENT OF THE OWNER 
 

LINEAR

X.XX  ±

X.X    ±

X       ±

BREAK ALL SHARP EDGES

AND REMOVE ALL BURRS

UNLESS OTHERWISE SPECIFIED

TOLERANCE TO BE

FINISH:

MATERIAL:

CAD FILE:

X.X'     ±

X.X'X " ±

DIMENSIONS IN 

DO NOT SCALE

X        ±
ANGULAR

Amphenol Australia Pty.Ltd, 

22 Industry Boulevard, Carrum Downs, VIC 3201

DATE:

DATE:

DATE:

PART No:

APP'D:

SCALE:

CKD:

DRN:

TITLE:

DRAWING NO.

SIZE:

Amphenol

/

1

30'

15'

MILIMETRES

55010904005112

BLACK

MH

23/01/13

4:1

AP-5-23-V

AP-5

THERMOPLASTIC

AP SERIES

A4
55010904-005-1

THERMOPLASTIC 

3 1 

M.H

P.M

15/04/15

15/04/15

0.5

0.1

0.05

  TIN PLATED CONTACTS

3

L

C

1

2

5

Panel cutout CL1.8mm (.0708")

4

REVISION HISTORY

REV DESCRIPTION BY DATE CHG No

1    FIRST ISSUED MH

24/04/13 ----

2

  MODIFY REAR INSULATOR FOR TIGHTER ASSY

   & ELIMINATE CONTACTS  MOVEMENT

MH

15/04/15 ----

o
l

o
m

H

0

C

Rm
p r

UE

02

A
h

oen

alS

EC

/592/

ant
ipl

ia

ust

A

KEY PRODUCT CHARACTERISTICS
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