1 2 3 4 5 | 6 | 7

FOR APPROVED ATIN
ERAMR BEFPNET HERARA

6 Max.

Switching Operation

25.2

11.3

o)
M19x1 Ul
i\
J

4
4” F
05 3 @15.1

Part Number:GQ19H-10/J/©

Crust Material

Nickel Plated Brass

PANEL CUTOUT Seal Ring
MAX.PANEL THICKNESS
6 mm

Stainless Steel

Al alloy(black)

o>mz©f

Gold Plated Brass

SPECIFICATIONS:
1.Switch Rating: AC220V/0.5A, DC36V/2A.
2.Mechanical Life: 21,000,000cycles.

3.Electrical Life: 2200,000cycles(DC36V); MATERIALS: E%AE ONPOW ﬁ;&*ﬁ%ﬂ%”iﬁﬁ BE/AEJ

250,000cycles(AC220V). 1.Contact: Silver alloy. ONPOW PUSH BUTTON MANUFACTURE CO.,LTD
4.Contact Resistance: <50mQ. 2.Button: O. USD o 2020/03'/’04 :
5.Insulation Resistance: 21,000MQ. : THESE DRAWINGS AND SPECIFICATIONS | F i W%
e oy BMS BOHy. 1 3.Body: O. eSO SN e
6.Dielectric Strengt : 1,500V, S 50Hz, 1min. 4. Base: PBT. SHALL NOT BE REPRODUCED COPIED OR| 4ME ¥exd NCH 2020/03/04
7.0perating Temperature: -25°C~ +55°C(No Freezing). PRIOR WRIT TN CONGENT O oNpw | SCALE UNIT DR,
8.0Eerating Forcg: About 4N. ( 9 oS BT MAEATURE Cotb. |EE] 1.5/ 1 |gaf MM jm ZPD 2020/03/04
9.0perating Travel: About 1.8mm. OD(')’;EESI';”;OS T?:E;ANCE E%Z’ GQ Series Anti-vandal push button | &) =
10.Torque: About 0.8Nm max.applied to nut. 18.01 7O 30.00mm | £0.52mm | pwG NO. SIZE
: 30.01 TO 50.00 +0.62 = GO19H-10-J(cxd A4
11.Protection degree: IP65;IK09. 200170 50.00mm |_#0.62mm .5 Q19H-10-J(cxd) B4
i : Pi i FILE NAME SHEET REV.
12.Terminal Type: Pin Terminal(2.8 x 0.5mm). pi= 23 GQ19-JDWG w11/ 1| 1
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