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Part Number:LAS1-AGQ-LJBMET/A/A/S

216 () 2 ‘D" |Contact structure ‘m’ | Operation mode ‘A" | Lamp Color A" | Lamp voltage
11 |INOINC No Letter| Momentary R Red 6V |AC/DC 6V
22 2NO 2NC Z Latching G Green 12v  |AC/DC 12V
Seal R|ng Y Yellow 24V AC/DC 24V
PANEL CUTOUT B | Blue 110V |AC/DC 110V
MAX.PANEL THICKNESS .
W | White 220V | AC/DC 220V
10 mm
Other voltage can be made to
SPECIFICATIONS: order
1.Switch Rating: AC220V/0.5A, DC110V/0.1A.
2.Mechanical Life: =21,000,000cycles. MATERIALS: BRAND 4973 ra S IN=
3.Electrical Life: 250,000cycles. 1.Contact: Silver alloy. o e ONPOW ONE%VG%E?B%%@EJ l\ﬁﬁCEUER EL(\ZOELTD
4.Contagt Resist_ance: <50mQ. 2 Button: Stainless Steel. USED APPD v
5.Insulation Resistance: 21,000MQ. 3.Body: Stainless Steel. THESE DRAWINGS AND SPECIFICATIONS | Fj 3¢ iz CH 2020/04/23
6.Dielectric Strength: 1,500V, RMS 50Hz,, 1min. 4.Base: PBT. s N S PEPRGRUSE Do orl A fast NCH 2020/04/23
7.0perating Temperature: -25°C~ +55°C(No Freezing). USED IN ANY MANNER WITHOUT THE  TSCALE T R
8.0perating Force: About 1.5N(LNO1NC),About 3N(2NO2NC). CeramTE o oToroy | 1.2 / 1 By i ZPD 2020/04/23
9.0perating Travel: About 3.1mm. DIVMENSIONS | TOLERANCE | NITLE GO Series Anti-vandal push button @9
10.Torque: About 0.6Nm max.applied to nut. [o.00 70 25.00mm |__#0.43mm B
. DWG NO. SIZE
11.Protection degree: IP67;1K09. s001105000mm | s0eomm e LASI-AGQ-ET R A4
12.Terminal Type: Pin Terminal(2.8 x 0.5mm). ;;%%Eﬂ LAS1-AGO-ET DWG sg{e{a 1/1 %VESI 1
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