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Part Number:LAS1-AGQPF-L1HD/A/A/S

216 _ 2
@ ~ ‘" |Contact structure ‘W’ | Operation mode "A" | Lamp Color ‘A’ | Lamp voltage
11 |INOINC No Letter| Momentary R Red 6V |AC/DC 6V
22 2NO 2NC Z Latching G Green 12v  |AC/DC 12V
PANEL CUTOUT Seal Ring Y | Yellow 24V | AC/DC 24V
MAX.PANEL THICKNESS B | Blue 110V | AC/DC 110V
10 mm W | White 220V | AC/DC 220V
Other voltage can be made to
SPECIFICATIONS: order
1.Switch Rating: AC220V/0.5A, DC110V/0.1A.
2.Mechanical Life: 21,000,000cycles. BRAND 3 ra S JIN=
3.Electrical Life: 250,000cycles. MATERIALS: o e ONPOW éI/EZ?ilfﬂ%Uln_;ﬁ BE gA\ ﬂ
4 Contact Resictance: <50mQ. 1.Contact: Silver alloy. ONPOW PUSH BUTTON MANUFACTURE CO..LTD.
5.Insulation Resistance: 21,000MQ. 2.Button: S_tainless Steel. THESE DRAWINGS AND SPECIFICATIONS | B¢ #4% CH 2019/06/14
6.Dielectric Strength: 1,500V, RMS 50Hz , 1min, 3.Body: Stainless Steel. N o ot LoD or| G138 gt NCH 2020/04/23
7.Operating Temperature: -25°C~ +55°C(No Freezing). 4.Base: PBT. PRGRARITEN CoNSENT OF oo | STLE (o TONT T oR
8.0Operating Force: About 1.5N(INO1NC),About 3N(2NO2NC). PUSH BUTTON MANUFACTURE CO.LT0. | |EEfRY T~ B HIE ZPD 2020/04/23
9.0perating Travel: About 3.1mm. DIVENSIONS [ TOLERANGE T%‘T%ET GQ Series Anti-vandal push button | & =
10.Torque: About 0.6Nm max.applied to nut. 180170 30.00mm | £0.52mm | WG No. : S
11.Protection degree: IP67;IK09. 200110 5000mm | _s062mm _|ge LAS1-AGQPF-D (E%s)  |mx A4
12.Terminal Type: Pin Terminal(2.8 x 0.5mm). ' ' - FILE NAVE REV.
yp ( ) #i% 2 #; LAS1-AGQ-D DWG SF;'J,EET 1/ 1 g 1
1 \ 2 \ 3 4 5 \ 6 \ 7




