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2.3 PANEL CUTOUT

Part Number:ONPOWS91-25DL]YSSA A

"D |Electrical Function " "A' | Lamp Voltage
Seal Ring 10B | NO Momentary(Low Level) 1LED 2LED 6V |DC6V
Other function can be made to order NR | Non-illum./Red RG | Red/Green 12v |DC12v
NG | Non-illum./Green GR | Green/Red 24V |DC 24V
Other LED can be made to order

SPECIFICATIONS:
1.Switch Rating: DC6~24V/300mA.

2.Life: 21,000,000cycles. Wiring instructions
3.Reaction Distance: 2~15cm. .
4. Operation mode: NO Momentary. Vin 4T 340 “HE JIN=
5.Insulation Resistance: 21,000MQ. E.;:RAEEP ONPOW l/&&%ﬂﬁiumﬁ BE LS a
6.Dielectric Strength: 1,500V, RMS 50Hz, 1min. Load o ONPOW PUSH BUTTON MANUFACTURE CO,LTD.
7.Operating Temperature: -15°C~ +55°C(No Freezing). THESE DRAWINGS AND SPECIFICATIONS | B4% CH 2020/08/31
8.Torque: About 0.6Nm max.applied to nut. BUTTON MANUFACTURE CO.LTD. AND | FINISH CHKD

. Vout SHALL NOT BE REPRODUCED COPIED OR| 4N Bext NCH 2020/08/31
9.Protection degree: IP65. T USED IN ANY MANNER WITHOUT THE "o o N R
10.Terminal Type: Sheltered cable. | | PUSH BUTTON MANUFACTURE c0.,LTD. | EE {51 1.2 : 1 ‘i{j‘[ mm e ZPD 2020/08/31
MATERIALS: L f - eS| TOERANGE Z#  Contactless sensor switch | =

. .00mm 0.52mm
1.Head: PMMA. GND 300170 5000mm | s0eomm | Be® ONPOWO1-25D 1K B m Ad
2.Body: Stainless Steel. 50.017T0 80.00mm | _0.74mm__ et
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