
DIN 7983 C ~ISO 7051 450 HV 
  Standard withdrawn    

BN 14067

Pozi oval countersunk head tapping screws
form Z, with cone end type C 

Steel case-hardened 450 HV 

zinc plated blue 

• ~UNI 6956 AB
• ~ČSN 021239

 

 ISO 4042 
Quenched and tempered fasteners ≥ 360 HV and tempered
case-hardened fasteners with electroplated coatings: Susceptible to
hydrogen embrittlement! 
Further notice to residual risks can be found in the introduction
section. 

 3D Cadenas 

Article#  d1  d2 max.  f~  k~    m~  L

2098814  ST 2,2  4,3  0,7  1,3  1  2,4  6,5 

2098822  9,5 

2098830  13 

2098849  16 

2098857  ST 2,9  5,5  0,9  1,7  1  3,1  6,5 

2098865  9,5 

2098873  13 

2098881  16 

2098903  19 

2098911  25 

2098938  ST 3,5  6,8  1,2  2,1  2  4,3  9,5 

2098946  13 

2098954  16 

2098962  19 

2098970  25 

2098989  32 

2098997  38 

2099004  (ST 3,9)  7,5  1,3  2,3  2  4,4  9,5 

2099012  13 

2099020  16 

2099039  19 

2099047  25 

2099055  ST 4,2  8,1  1,4  2,5  2  4,6  9,5 

2099063  13 

2099071  16 

2099098  19 
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Article#  d1  d2 max.  f~  k~    m~  L

2099101  ST 4,2  8,1  1,4  2,5  2  4,6  25 

2099128  32 

2099136  38 

2099144  45 

2099152  50 

2099160  ST 4,8  9,5  1,5  3  2  5,1  13 

2099179  16 

2099187  19 

2099195  25 

2099209  32 

2099217  38 

2099225  45 

2099233  50 
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